TRACER WIRE
(SEE NOTE 3

PEA GRAVEL

(SEE NOTE 2)

DOUBLE SS
STRAPS

CORPORATION STOP (MIPxMIP) WITH
PE PIPE ADAPTER (FIPxPE)

SADDLE (DI BODY W/ EPOXY COATING)

WATER MAIN

CORPORATION STOP
SERVICE CONNECTION

NOT TO SCALE

IPS = IRON PIPE SIZE

FIP = FEMALE IRON PIPE THREAD
MIP = MALE IRON PIPE THREAD
NOTES:

1.

CORPORATION STOP SERVICE CONNECTIONS SHALL ONLY BE USED FOR SINGLE SERVICES UP
TO 2" METER SETTERS AND DOUBLE SERVICES UP TO 1" METER SETTERS. FOR TRIPLE AND
QUADRUPLE MANIFOLDS, REFER TO STD.DETAIL 701B GATE VALVE SERVICE CONNECTIONS.

2. SEE CONSTRUCTION DRAWINGS FOR SERVICE CONNECTION PIPE SIZE. THE FOLLOWING TABLE
LISTS THE MINIMUM SERVICE PIPE SIZE ALLOWED.
MIN SERVICE
METER SETTER SIZE SINGLE/DOUBLE CONN PIPE DIA
5/8" X 374" S 1"
5/8" X 374" D 1"
‘III S 1II
1II D 2II
1172" S - ONLY 172"
2" S - ONLY 2"
3. ATTACH 12 GAUGE TRACER WIRE TO WATER MAIN TO MAKE ELECTRICALLY CONTINUOUS.
4. SERVICE PIPE SHALL BE BURIED IN PEA GRAVEL.
5. DIRECT TAPPING OF WATER MAIN IS NOT ALLOWED.
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